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The A-Series door
introduction will include:

- In-swinghinge( 4 9/ 160 & 6 9/1

- Out-swing hinge

- Gliding

- Compatible sidelights
and transoms
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Interior Species and Finish Options T Exterior Colours

10 Standard Exterior Colours

White Sandtone  Terratone®  Forrest Pine Oak Maple
Green
/ \ Factory Stain Options
Canvas chsove Fgairie Natural H .
” rey rass (clear) oney Cinnamon
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° O
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° Red Cocoa Black Russet Mocha Espresso
2 \ROCK Bean
z

Factory Paint Options
NEW .

Andersen.

No vinyl wrapped PI



Frame and Panel Features

€} Contain and drain sill
e Fiberglass outer frame
e Interior extension jamb kerf

) Common screen kerf on all doors

e LVL panel construction

(& Chamfer A stop design
0 Pre-drilled installation holes
() Gasketed corner key

0 Minimized fillet bead
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400 Frenchwood®
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Contain and drain sill

- This is a very robust design that provides
consistent higher PG performance

- Over-molded gasketed corner keys ensure the
joint between the sill and siﬂe/ j,amt\doesnc‘)t

leaks N

- The sill is designed to manage water by ——

draining through and exit the front

-Front drain has a Abug dooro with a screen
to prevent any bugs from getting in

-The Abug dooro only operates when water
needs to flow out

- Available in grey or bronze colours T —
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A-Series Gliding Patio Door

- Performance Grade 50

-New 7600 size avail a
and 8'0" heights

- New 3 panel XOX (10-ft & 12 ft widths
only, 3 hts. *no custom sizing)

- New rollers (sealed ball bearing,
heavy duty) provide a smooth
operation and feel

- 2-point reach-out lock standard

- Top hung screen option

- Transoms now join with gliding units

" - Wood interior jambs now allow for

e an extension jamb kerf
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a - More interior wood for improved

) aesthetics
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: -Custom sized 1/80 1in
z

- White/finished interior available with all
exterior colours
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A-Series Hinged Patio Doors
(In-swing & out-swing)

Performance Grade 45
Inswing 47 9/16" or 61 9/16" jamb depth
New 330 single & 6064

New Al ntuitiveo Lock

Custom Size 1/ 80 i nci

Painted interior finish
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A-Series Patio Door Transoms

News i zesi 216040

New direct set

New venting transom

Single- and double-sash
(side-by-side) options

- Stile sight line alignment between
transoms and door panels
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